
0.8in
21mm  Typ

Optional clamps for 
bottom pockets 
available; mounting 
studs already 
installed

44
1118

 2X instrument clamps, sizes available
up to 73mm (2.88") diameter

Buoy marked with depth 
rating and serial number

  
41.7in

1059mm    
81.7in

2075mm  

0.6in
16mm Typ

Isolation Bushings Included

Optional ADCP clamp 
for bottom available; 
mounting studs already 
installed on std unit

Durable polyurethane
elastomer finish

Top frame is removable for 
ADCP access; bottom frame and 
tie rods stay in place when top 
frame is removed

One ADCP clamp 
included with buoy

Frames made of 316 stainless 
steel; anodes installed on 
frames for corrosion protection

Buoyancy and weight values do not include instrumentation.

REVISIONS
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Product Number Description Seawater Buoyancy, kg (lb) Buoyancy 
Tolerance, kg (lb) Nominal Weight in Air, kg (lb)

AF44-0750 44" Spherical ADCP Buoy, 750m 341 (751)

+/- 23 (49)

362 (798)

AF44-1500 44" Spherical ADCP Buoy, 1500m 288 (635) 415 (914)

AF44-3500 44" Spherical ADCP Buoy, 3500m 234 (516) 469 (1,033)

AF44-6000 44" Spherical ADCP Buoy, 6000m 211 (465) 492 (1,084)

Dwg.  No.
This document contains technical data which is the
exclusive property of DeepWater Buoyancy, Inc.

and may not be used, copied, disclosed to Third parties
or otherwise appropriated  without the written consent of

DeepWater Buoyancy, Inc. 
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44" Spherical ADCP Buoy, 
All Depths

394 Hill St
Biddeford, ME 04005, USA
Tel: 1-207-502-1400www.deepwb.comUNLESS OTHERWISE SPECIFIED

Dimensions - mm (inches)
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